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CRITICAL NONE A | DESIGN BASELINE RELEASE PER CN31685| 03/01/09 |P. VIENS ,
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(a) These data are submitted with limited rights under Government Contract No. 50— }
DGNW—-2-91008. These data may be reproduced and used by the Government with MINOR ALL OTHER CHARACTERISTICS
the express limitation that they will not, without written permission of the
Contractor, be used for purposes of manufacture nor disclosed outside the
Government; except that the Government may disclo9se these data outside the UNDER
1549-261 GPS CABLE PINOUT Government for the following purposes, if any, provided that the Government DOCUMENTATION
makes such disclosure subject to prohibition against further use and disclosure: CONTROL
COLOR| MDO J1-P# | GPS P# Data may be disclosed to support servicecontractors or reproduced for use by
%EE 18 ? support service contractors for the purpose of configuration management.
[\Eﬁﬁ 3 2 (b) This Notice shallbe marked on any reproductin of these data, in whole or in
ORG 5 2 part.
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13 REF [101-154950 MKIIA DOWNLOAD TEST
12 REF  |T01-154917 MARKIIA MDO TEST
11 REF | 01-154925 MKIIA GPS MICROSONDE WIRING DIAGRAM
NOTES: 10 1 EA | 1549-261 CABLE, GPS RCVR, MKIIA
1. PRIOR TO LOADING SENSORS ON THE MDO BOARD (ITEM 1), VERIFY THAT THE MDO BOARD HAS PASSED L s e B e e B
, / 4BEE9 | WIRE, 24 AWG, WHITE
THE TEST DESCRIBED IN SIPPICAN PROCEDURE TO1-154917 (ITEM 12). 5 T EA | 9076—350 CABLE TIE MOUNT SELF ADH 5X5
6 1 EA | 115585 TIE, CABLE MS3367—4—9
2. ESD PRECAUTIONS SHOULD BE FOLLOWED WHEN HANDLING THE PCB ASSEMBLIES. 5 EA T 7525-376 BATTERY CONNECTOR. RADIGSONDE
3. ATTACH/SOLDER THE CHANNEL SELECT WIRES (ITEMS 8 & 9); THE BATTERY CONNECTOR (ITEM 5), AND 4 1 EA | 1549-243 MODULE, HUMIDITY ELEMENT, MKIIA
THE GPS RECEIVER CABLE (ITEMS 6, 7 & 10) IN LOCATIONS SHOWN. REFER TO APPROPRIATE PIN—OUT 3 1 EA | 1549-020 PRESSURE SENSOR MODULE, MKIIA
TABLES FOR EACH WIRE CONNECTION, AS WELL AS VISUAL AIDS AT THE PRODUCTION STATION. REFER 2 1 EA | 1549-062 THERMISTOR ARM ASSEMBLY, MKIIA
TO THE INTERCONNECT DRAWING (ITEM 11) AS NEEDED. ! 1 EA | 1549-859 PCB ASSY, MKIA MDO
ITEM QTY PART # DESCRIPTION
4. ATTACH/SOLDER THE PRESSURE SENSOR MODULE (ITEM 3), TEMPERATURE SENSOR ARM (ITEM 2), AND LIST OF MATERIAL
THE HUMIDITY SENSOR (ITEM 4) IN LOCATIONS SHOWN. ALSO REFER TO VISUAL AIDS AT THE PROCUCTION STATION. UNLESS OTHERWISE SPECIFIED | DWN.W.B.Clarke—Smith|02/12/31 Si ican INC
DIM_ARE IN INCHES CHK. P. VIENS 02/12/31 pp ’ .
5. SUBMIT FINISHSED ASSEMBLIES FOR MKIA DOWNLOAD TEST IN ACCORDANCE WITH SIPPICAN PROCEDURE TO1— 154950 2 Pl 0t 05 Bt 2005 |PEL VARION, MASSAGHUSETTS 02738
(ITEM 13). INTERPRET DIM AND TOL PER ASME |D.E.P.Viens 02/11/20| TITLE
Y14.5M=1994 AND Y14.100M—200C 5 G M Corman 02/12/03
MET THIRD ANGLE PROJECTION Q.C.J.Maruschak 102/12/03 PCRH ASSY} MDQ’ GPS \/\//PTU
NEXT ASSY USED ON C.M.
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Sippican Proprietary CONTRACT NO +> g] }T}:AEAGTA'DS:&%?{G 8%@8%3121{ CAGE CODE | DRAWING NO REV
Thi ietary information is th rty of Sippican, Inc. _
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